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WWEELLCCOOMMEE  
  
 
The User Manual you are holding describes the basic use of the Cubis NX, which is 
composed from Cubis NX Server and the software provided, CubisNX Client. Even 
though you are not obligated to have special knowledge on CCTV systems, this doesn't 
mean that the User Manual apply to beginners but to people that have basic knowledge 
of computer systems. 
The information provided will help you easily use the program. After you read this User 
Manual you'll be able to see and hear live or recorded Video and Audio1, export footage 
and perform basic settings on the system.    
 

WWHHAATT  II SS  CCUUBBII SS  CCUUBBII SSNNXX  SSEERRVVEERR  
 
CubisNX Server is the Central Monitoring and Digital recording CCTV station. It can be 
equipped from 4 to 32 camera inputs, while the inte rnal LAN card and the internal ISDN 
or external xDSL modem can multiple the cameras that the system can control, giving 
the option to monitor even more cameras. In case of more than 32 cameras in one 
place multiple Cubis NX Servers can connect and work together as one Site.  
 

WWHHAATT  II SS  CCUUBBII SSNNXX  CCLLII EENNTT  
 
CubisNX Client is the software that controls CubisNX Server. The users have to use the 
CubisNX client to connect to CubisNX servers and monitor the cameras or see recorded 
footage. The users with advanced access can do several changes to the system and 
camera settings or even create reports. 

 
 
 
 
 
 
 
 
 
 

 

                                           
1 Since the Server supports audio. 
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PPRROOPPEERR  CCOONNDDII TTII OONNSS  FFOORR  II NNSSTTAALLLLII NNGG  CCUUBBII SSNNXX  CCLLII EENNTT  
  
 
The proper conditions for installing CubisNX client are the following: 
 
           PC WITH : 
 

1. Pentium III  1GHz with 128MB RAM and above. 
2. VGA supportingȆ DirectDraw TM . 
3. O/S Windows XPÊ. 
4. Direct X 9.0c Drivers and above. 
5. ISDN line with ISDN modem or ISDN terminal Adapter. ( If the remote 

system will be used over an ISDN line) 
6. At least one Data ISDN channel available. 
7. CubisNX Client. 

 
 
 
 
 

NOTES 

 
DIRE CT X 
 
The DirectX 9.0c drivers are included in the CubisNX Client CD. 
 
ISDN  
 
With the ISDN line provided usually we can have: 
 

1.  Two (2) analog lines (PSTN) or  
2.  One (1) analog and one (1)data or  
3. Two (2) data lines 64K. 

 
For the CubisNX client to connect to a CubisNX Server there must be at least one (1) 
Data line available. There shouldn't be: 

 
  

1. A Digital ISDN telephone Box that blocks both data lines. 
2. Using both channels at the same time.
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SSTTAARRTTII NNGG  
 
The login screen will be displayed every time you start Cub isNX Client. To login, type 
your personal username and password and click Sign in.  
 

 
 

The default username and password is: 
 

 
This username and password is suggested to be changed after your first login 

to the system.  
On how to change the username and password please refer to page 17. 

 
If you wish  CubisNX Client to memorize your login information you will have to select 
the auto login function. This results to saving the last username and password you have 
used and to be used without having to enter your login information again.  
 
Notes: The username and password you will enter to CubisNX Client will be used for authoring to  
CubisNX server. You can use whatever username and password you wish but in order to connect 
to CubisNX Server you already have to enter your login information to CubisNX Server. Either 
way the access will not be granted. 

 

  

  

User Name : admin  
Password : cubitech  
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SSTTAARRTTII NNGG  TTHHEE  PPRROOGGRRAAMM  
 
On the first start of CubisNX Client there is no site created. You should create a new and 
use the remote site info to connect.  
 
Creating a new connection for use with LAN  

To connect to a CubisNX Server you should follow the following precedure:  
 
Start CubisNX Client. On the left side of the monitoring screen there is the active 
connections panel. Right click anywhere there or just click on the New Site button to 
create a new connection. 
 

    

 

 
The Connection Properties tab is displayed . 
 
Each connection has a set of properties that you have to setup:  
 

IP Address : Enter the IP Address in which the Cubis NX server is . The format is 
usually xxx.xxx.xxx.xxx . i.e: 10.0.1.88. 

Connection speed : Enter the true connection speed like 10MBps or 100Mbps. That speed 
depends from your LAN Speed. 

RAS connection : Select No Ras Connection. 

 
Creating a  new connection for use with WAN  

To connect to CubisNX Server using your internet connection you should follow the 
following procedure: 
 
Ensure that your PC has access to the internet. Start CubisNX Client. On the left side of 
the monitoring screen there i s the active connections panel. Right click anywhere there 
or just click on the New Site button to create a new connection.  
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The Connection Properties tab is displayed. 
 
Each connection has a set of properties that you have to setup:  

IP Address : Enter the IP Address or the DNS Name of your DSL line in which the 
CubisNX server is installed . The format is usually xxx.xxx.xxx.xxx or 
name.dns.domain  i.e: 213.16.179.33  or demo.cubitech.gr.  

Connection speed : Select the maximum upload speed that xDSL or leased line supports 
where CubisNX is connected. Usually that speed varies from 128Kbps to 
512Kbps. 

RAS connection : Select No Ras Connection. 

 

Creating a new connection for use with ISDN  

To connect to a CubisNX Server using ISDN you should follow the following procedure: 
 
Ensure that your pc has ISDN Modem installed. Start CubisNX Client. On the left side of 
the monitoring screen there is the active connections panel. Right click anywhere there 
or just click on t he New Site button to create a new connection.  
 

  

 

 

 

 
The Connection Properties tab is displayed. 
 
 
Each connection has a set of properties that you have to setup:  
 
 
 



 

 8 

 
IP Address : Enter the IP Address 10.1.1.10. 

Connection speed : Select the 128Kbps. That is the maximum speed ISDN supports when 
both channels are active 

RAS  
connection   
 
                  RAS Connection Name 
                  Phone Number 
                  RAS Device 
                  Username 
                  Password 
                   
                  Confirm Password 
                  Use Default Gateway              
                  on Remote Network 
                  Idle Time-Out 
                  Post ï Connection  
                  Delay 

: 
 
 
: 
: 
: 
: 
: 
 
: 
 
: 
: 
 
: 

Select New RAS connection. The dialog box for entering the required 
information to use the ISDN line will appear. Click on More.  
 
Enter a name for the Connection. 
Enter the phone number where CubisNX Server is installed. 
Select the ISDN modem on your PC. 
Enter the Username for the dial up. The default is ñcctvò 
Enter the password for the dial up. The default is ñcctv+ 5 last letters 
from the serial numberò i.e. cctvsl570  
Re-write your password. 
 
Select if you have other RAS devices connected on your PC. 
Select the time after the connection will drop if not activity.  
 
Select a time that afte r the connection is established the Client will 
attempt a connection to  CubisNX Server. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Connecting to a remote syst em  

Connect to your site after having created the new connection.  
Click once on the site that appears in the Active Connections panel. 
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As you can see from the above picture the Site Cubis631 has 16 (16) camera installed. 
 

Camera 1 

Camera 2 

Camera 3 

Camera é 

Camera 16 
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TTHHEE  MMOONNII TTOORRII NNGG  SSCCRREEEENN  
 
The Monitoring Screen is the tab in which you can live view video, pause live video, 
export footage. You can monitor from 1 camera (full screen) to 36 cameras i n the same 
time. Some of them displaying live video other displaying recorded footage.  
 

 
 
The Monitoring Screen  

The monitoring screen is divided into two (2) sections. The first section is the 
management panel on the left and the second is the camera panel on the right.  
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ǵhe management panel 

The management panel consists from the basic controls of the client. Each one of those 
performs standard operations for the user.  
 
The Layout tab  

Select the desired Layout to monitor the camera you wish. The available Layouts are 
from 1 camera to 36 cameras simultaneously. 
Right click on the Layout you have currently selected to display the available options. 
 
Make Default or Make non -Default : Click on it to enable or disable the use of this 
Layout as default during login.  
Rename : Rename the Layout you have selected. 
Delete : Delete the Layout you have selected.  
 
 
 
 
 
 

 

 

Layout : Set the layout of the cameras.  

My Favorites :  Manage your favourite layout. Save, delete, 
change the name, manage your layouts. 

Active Connections : Manage your CubisNX sites Select the 
desired cameras to monitor.  

Common tasks : Select the Media Viewer to see exported 
footage, choose the way the camera should be displayed or 
do multiple exports.  
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My Favourites Tab   
Save Current Layout : Open the cameras on the monitor tab you wish to monitor in the 
desired positions. Click on the Save Current Layout. Enter the desired name for this 
Layout and click on the tab ñUse this as my defaultò if you wish this Layout to be 
displayed every time you start CubisNX Client. 
 
 
 
 
 
 
 
 
 
 
 
 
 
Manage Favourites : An other way to manage multiple layouts is from the Manage 
Favourites. The available options are: 
Make Default or Make non -Defaul t : Click on it to enable or disable the use of this 
Layout as Default during login.  
Rename : Rename the Layout you have selected. 
Delete : Delete the Layout you have selected.  
 
 
 
 
 
 
 
 
 
 
 
Active Connections Tab  

Options on site : Right click on the Site name. The options for the site will appear:  
Disconnect ï Connect: Click to connect or to disconnect from a site.  
Delete: Delete the site from the active Connections. 
Properties: Display the connection properties tab. 
Get Update:  Update your client to the latest version. ( it will be displayed only if the 
server has a newer version than your client)  

 
Options on Camera : Right click on a camera to display the options available. 
Connect: Click on ñConnectò to enable the video transmission to your screen. 
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Export Footage: Click to export recorded footage from the CubisNX Server to your pc. 

 
 
Common Tasks  

Select the Media Viewer to see exported footage, choose the way the cameras should be 
displayed or do multiple exports. 

 
 
 

Media Viewer : The Media viewer is the program you can use to see your snapshots and 
playback any exported video. The snapshots and the exports are distinguished by the 
icons located on the left of the export name.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The export icon is         (      ).  
The snapshot icon is     (      ).  
 

Snapshot:  

Click on a snapshot you have taken and the picture will appear on the right tab of the 
media viewer. 
Some options will appear for you. Delete, Move, and copy. 
 
 
 
 
 
Video Export:  

Click on an export. The playback will start automatically. 
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The available options are : 
       

 : Search over the export  

 : Play backwards 

 : pause 

 : play 

 : fast backward 

 : fast forward  

 : frame backward 

 : frame forward  

 

Client Options  

The Client options will give you a list of changes like changing the language for the 
client, also change the Video Display Size you can made to affect the size of the video 
camera panel. Change the report options for the exports and setup the Auto -Reconnect 
function. 

 
 

Language Select the preferred Language. The available options currently 
are English and Greek. 

Video Display Size Select if you want the video to be stretch to all available space 

in the client or to keep the Video Display Size in standard.  

Show connection speeds in 

Active Connections 

Click the tab if you want the connection speed to be displaye d 

next to the Site Name on the Active Connections. 

Export Report Windows 
Options 

The Export Report Windows Options will give you the ability to 
select the way you wish to be informed when an error occurs 

during an export. The available option are : 
Show the report window for all completed exports.  

Show the report window only if errors occur during exports.  

Never show the export report windows.  

Connection-Loss Behavior Click the tab if you wish the Auto -Reconnect function enabled. 

This will force the client  to try connection to your site when the 

connection is lost. 

Auto-Reconnect Duration When the Auto ï Reconnect function is enabled you have to 

select for how long the Auto -Reconnect function will continue 
making efforts to reconnect to the site.  
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Export Footage  

This feature will help you easily export video from multiple cameras in the same time.  
Click on export footage to display the camera selection. 

 

 
 

Select the camera from which you wish to export simultaneously video and click Next. 
The classic video export windows will be di splayed. Please refer to page 20 for video 
camera export.  
 
Virtual Keyboard  

On the bottom left corner you will find the on screen keyboard ( ). 
The on screen keyboard will help you setup the system and write any text you wish. The 
Virtual Keyboard language selection will give you the option to choose between English 
and Greek layout. 
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Camera Panel  

You can use the camera panel to monitor cameras from multiple CubisNX Servers 
  

 
 
Connect to a camera for live monitoring  

To see live video from a camera click on the camera you wish from the active 
connections. The camera will start to display live video on the camera panel. 
 

 

 

 
 

Controling a Camera  

Once you click on a camera on the active connections panel the camera will start to 
display live video. Move your mouse over the live video to display the camera controls. 
 


